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CLIP 
Clamp

Inner ridge which helps to guide 
the band when closing.

Smooth band edge
to avoid damage to
the hose.

Inner lip which helps to
ensure a tight fit to the

diameter of the application.

AISI 304 stainless
spring steel band.

Precise closing
mechanism which
maintains constant torque.

One piece construction.

Designed either for 
manual assembly or 

for use with 
pneumatic pliers.

Rear ridge which
strengthens the

geometry of the clamp.

Identified with the 
Mikalor logo and the 
application diameter.



Denomination Part Number Ø 
Application

Ø S 
Min.

B 
±0.1 Color Box Quantity Outer Box 

Quantity

CLIP 8 03030410 8,5-9,5 9,5 7 Yellow 500 8.000
CLIP 9 03030429 9,5-10,5 10,5 7 Violet 500 8.000

CLIP 10 03030437 10,5-11,5 11,5 7 Neutral 500 4.000
CLIP 11 03030445 11,5-12,5 12,5 7 Green 500 4.000
CLIP 12 03030453 12,5-14,0 14,0 8 Black 500 4.000
CLIP 13 03030461 13,5-15,0 15,0 8 Yellow 500 2.000
CLIP 14 03030470 14,5-16,0 16,0 8 Violet 250 2.000
CLIP 15 03030488 15,5-17,0 17,0 8 Neutral 250 2.000
CLIP 16 03030496 16,5-18,0 18,0 8 Green 250 2.000
CLIP 17 03030509 17,5-19,0 19,0 8 Black 250 2.000
CLIP 18 03030517 18,5-20,0 20,0 8 Yellow 250 2.000
CLIP 19 03030525 19,5-21,0 21,0 8 Violet 250 2.000
CLIP 20 03030533 20,5-22,0 22,0 8 Neutral 250 2.000
CLIP 21 03030541 21,5-23,0 23,0 8 Green 250 2.000
CLIP 22 03030550 22,5-24,0 24,0 8 Black 250 2.000
CLIP 23 03030568 23,5-25,0 25,0 8 Yellow 250 2.000
CLIP 24 03030576 24,5-26,0 26,0 8 Violet 250 2.000
CLIP 25 03030584 25,5-27,0 27,0 8 Neutral 250 1.000
CLIP 26 03030592 26,5-28,0 28,0 8 Green 250 1.000

MATERIAL:

CORROSION
RESISTANCE:

Stainless Steel W4 
AISI 304 X5Cr Ni 18/10 
DIN 1.4301

400 hours Salt Spray 
(ASTM B-117)

Colour area

B

Dimension Marking
Logo + ØD + QualityXXX

W4
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The Clip Clamp is manufactured entirely from one 
strip of stainless steel. 

The design of the locking mechanism of the Clip 
Clamp allows for great precision and safety in as-
sembly. This mechanism, together with the folds 
in the material confers a spring function to this 
clamp, meaning that it can maintain constant 
pressure around the hose despite possible chan-
ges in temperature or pressure. 

The perfectly rounded band edges avoid damage 
to the hose during application. The corrosion re-
sistance is excellent due to the AISI 304 material 
employed in its manufacture.


