
Improved performance 
and adaptability in reduced 
diameter ranges.
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IMPROVED 
GEOMETRY

New application 
ranges
Ø 17-18 mm
Ø 18-19 mm



PACKING:
50 units - Ø 17-18 up to Ø 47-51
25 units - Ø 51-55 up to Ø 121-130
10 units - Ø 130-140 up to Ø 395-408

19-21 / 27-29 45 40 10 10

29-31 / 40-43 40 35 13 12

43-47 / 63-68 36 30 16 16

68-73 / 79-85 28 20 30 30

85-91 / 97-104 20 15 30 30

104-112 / 121-130 12 10 30 30

130-140 / 150-162 9 6 45 45

162-174 / 187-200 6 3 45 45

200-213 / 395-408 3 3 45 45

17-18 45 40 10 10

18-19 45 40 10 10
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SUPRA current clamp measurements New additions

Polar diagram Ø 17-18 mm.

To ensure optimal tightening even 
at the smallest diameters, we have 
incorporated two new sizes that 
expand the current Ø17–19 mm range.

These two new dimensions, unique in the 
market, now cover application diameters: 
Ø17–18 mm and Ø18–19 mm.

These modifications provide greater 
adaptability, enhanced mechanical 
performance, and improved tightening 
uniformity. Most importantly, the 
clamping force is distributed evenly 
along the entire length of the clamp, 
ensuring that the tightening torque 
consistently exceeds the minimum 
required values.

https://mikalorcompany.com/es/abrazaderas/alta-presion/supra
https://mikalorcompany.com/hose-clamps/high-pressure/supra

